
 

JET-SET® DM-2E 
TWO PUMP- ELECTRICALLY ACTIVATED 

 

 
The JET-SET® DM-2E Drum Mount system consists of Two JET-SET 9100 stainless            
steel piston pumps (0-5cc per stroke) with 10 outlets for spray nozzles. The 9100 pumps               
are engaged using the electric solenoid to receive external signals for system            
activation. The DM-1E comes standard 110v unless specified. 
 
All of the components of the DM-2E system are enclosed in a durable stainless steel               
unit that can be placed on top of a 55 gallon drum or mounted in a convenient place                  
near the point of operation. 
 
The DM-2E can be adapted to accept the 1401 timer or the 1471 counter option for                
greater variation in lubrication needs. 
 
Save time and money by letting your lubrication drum be your holding tank.  
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Individual part numbers: 
1) 9100 9100 Pump 
2) 802 1/8" NPT Male Midget Plug 
3) 1501-D Air Regulator Assembly 
4) 1400-N-NU Solenoid Valve and Base 
5) 834-P 1/8"NPTx1/4" Push-In Elbow 
6) 803-S 1/4" Nylon Tubing 
7) 3800 3/8" Nylon Tubing 8' 
8) 3600-2 60 Mesh FIlter 
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